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300/350 watts Output Power 

Power Factor Correction (PFC) 

N+1 Redundant Configuration 

Meet 1U Rack Mount System 
 

ATX12V 

 
 

Dimensions: 97(W) x40.3 (H) x 234(D) mm 

Features: 
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General Specifications: 
�

�

�

�

�

�

�

�  ºC
�  
 
Agency Requirements: 
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Electrical Specifications: 

Regulation, Ripple & Noise: 

Output +5V +3.3V +12V -5V -12V 5Vsb 
Load Regulation ± 5% ± 5% ± 5% ± 5% ± 5% ± 5% 

Cross Regulation ± 5% ± 5% ± 5% ± 5% ± 5% ± 5% 

Line Regulation ± 1% ± 1% ± 1% ± 1% ± 1% ± 1% 

Ripple & Noise 50mV 50mV 120mV 100mV 120mV 50mV 

Input and Output Ratings: 

Input Output 
Voltage Frequency Current Watt Load +5V +3.3V +12V -5V -12V 5Vsb 

Max Load 30A 28A 15A 0.3A 0.8A 2A 100 - 240 
VAC 47-63 Hz 5-2.5A 300W 

Min Load 3A 1A 1A 0A 0A 0A 
Max Load 30A 28A 22A 0.3A 0.8A 2A 100 - 240 

VAC 47-63 Hz 6-3A 350W 
Min Load 3A 1A 1A 0A 0A 0A 

Note: 1. The +5 & +3.3 Volt combine total output shall not exceed 180W. 

2. The +5, +3.3 and +12 Volt combine total output shall not exceed 280W(for EFRP-303) and 330W(for EFRP-356) 

3: Noise bandwidth is from DC to 20 MHz. 
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EFRP-303/356 
Dimensions (Unit: mm):  
 

������
������

�
�
��
�

�
	
��
	

�
��
	

��
	
����	

�����	

�	���

�����

�
�
��
�

�		��������

�
��
�
�

�	�����
�
�
��
�

�
�
��
�

�
�
��
�

�
	
��
	

���
�

�����

  
 

 
Rev 1.2 May. 29, 03 


